Smart Camera

B60M103

Siparis numarasi

Teknik Veriler

Objektif vida disi C-Mount
Cozundrluk 1440 x 1080 Piksel
Cozunarlik 1,6 MP

Goruntd ¢ipi Monokrom
Gorlntl gipi boyutu 1/2,9"

Piksel boyutu 3,45 x 3,45 ym

Isik tard Harici aydinlatma
Optik C mount
Kare hizi <40 fps

Sicaklik araligi 0...40 °C

Depolama sicaklig 0..70 °C

Nem %5...95, yogusmasiz
Sok dayanimi DIN IEC 68-2-27 30g/11 ms

Titresim dayanimi DIN EN 60068-2-64

6 g (10...55 Hz)

Besleme gerilimi 24V DC
Gilig tiketimi (Ub = 24 V) <500 mA
Giris/Cikis sayisi 6
Anahtarlama ¢ikisi gerilim diigmesi <25V
Réle ¢ikisi anahtarlama akimi 100 mA
; w I . Kisa devre korumali Evet
@ Durum izleme (__orn. konum sensori lizerinden Ters kutup korumali Evet
konum kontrolii) s Ethernet
o Kullanimi kOIay Vision araglarl Ethernet aktarim hizi 1 Gbit/s
o Modiiler genisletilebilir donanim tasarimi PROFINET aktarim hizi 100 Mbit/s

o PoE islevselligi dahil State-of-the-art iletisim
araylzleri

Endustriyel protokoller
Genel protokoller

PROFINET Class B
FTP

e Sensor formatinda bir Vision sisteminin islemci Genel protokoler SFTP
e Genel protokoller TCP/IP
gucu Genel protokoller UDP
Koruma sinifi 1}
RAM 2GB
Hafiza kapasitesi 16 GB

Govde malzemesi

Aliminyum, eloksal
kaplama

Smart Camera B60, tam donanimli bir gérintl isleme  Optik kapak Cam
sisteminin iglevselligini ve performansini sunar ve  Koruma sinifi IP67
boylece karmasik gériinti isleme uygulamalari icin bile  Baglanti tiird M12 x 1; 12 pin'l

uygundur. Ylksek performansli, easy-to-use goruntl
isleme  yazilimi  uniVision’n  goérintl  kaydi ve
degerlendirmesi, kompakt ve saglam bir moduler
gbvdede birlestirilmistir. Yikseltme lisanslari Uzerinden
her zaman baska yazilim modiilleri eklenebilir.

Ethernet baglanti tird

M12 x 1, 8 pin’li, X kod.
(2x)

Web sunucusu
Lisans paketi

Evet
uniVision

PNP NO

Kumanda panosu no.

Tamamlayici trinler
B60 uniVision Extended lisansi
B60 uniVision Robot Vision lisansi
B60 uniVision Script lisansi
Baglanti kablosu
C mount objektif
C mount filtresi
Kalibrasyon plakasi ZVZJ
Koruyucu tip Z60S

Sogutma modili

Smart Camera'lar ve Goriintii Sensorleri
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Kumanda panosu

C-Mount
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Olgiiler mm olarak verilmistir (1 mm = 0.03937 ing)

<> PORT 2 + Supply Voltage + nc Not connected ENBrsiz2 | Encoder B/B (TTL)
—1(Tx+ - Supply Voltage 0 V U Test Input ENa Encoder A
ElE—ZCTx— © Supply Voltage (AC Voltage) V] Test Input inverted ENB Encoder B
-1 g ¢ /_A Switching Output (NO) W Trigger Input AMIN Dlgwbta\ output MIN
—_ A Switching Output (NC) W- Ground for the Trigger Input AMAX Digital output MAX
7 \ Contamination/Error Output (NO) 6] Analog Output Aok Digital output OK
—_8( v Contamination/Error Output (NC) O- Ground for the Analog Output SY In Synchronization In
3 E Input (analog or digital) BZ Block Discharge SY OUT | Synchronization OUT
Elg 4 Esit T Teach Input Amv Valve Output Our Brightness output
z Time Delay (activation) a Valve Control Output + M Maintenance
S Shielding b Valve Control Output 0 V rsv Reserved
RxD Interface Receive Path SY Synchronization Wire Colors according to DIN IEC 60757
TxD Interface Send Path SY- Ground for the Synchronization BK Black
008 RDY Ready E+ Receiver-Line BN Brown
GND Ground S+ Emitter-Line RD Red
1 CL Clock = Grounding oG Orange
—Z(Bi_DA +/PoE+ E/A Output/Input programmable SnR Switching Distance Reduction YE Yellow
(Bi_DA —/PoE+ Q I0-Link Rx+/— Ethernet Receive Path GN Green
—i(BLDB +/PoE — PoE ower over Ethernet Tx+/— Ethernet Send Path BU Blue
——Bi_DB —/PoE — IN Safety Input Bus Interfaces-Bus A(+)/B(-) VT Violet
—5(BLDD +/PoE + 0OSSD Safety Output La Emitted Light disengageable GY Grey
—e(BLDD —/PoE + Signal Signal Output Mag Magnet activation WH White
g (Bi_DC —/PoE— BI_D+/- | Ethernet Gigabit b\d[rect, data line (A-D) RES Input confirmation PK Pink
——(Bi_DC +/PoE— ENoRrs422| Encoder 0-pulse 0/0 (TTL) EDM Contactor Monitoring GNYE Green/Yellow
PT Platinum measuring resistor ENarss22 | Encoder A/A (TTL)
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ZVZG100 78x58 mm | 161x120 mm | 326x245 mm | 492x369 mm 2
o
ZNZG101 57x43 mm 119x89 mm | 243x183 mm | 368x276 mm s
ZVZG102 36x27 mm 78x58 mm 161x120 mm | 243x183 mm 3
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ZVZG103 26x20 mm 57x43 mm 119x89 mm | 181x136 mm @
x
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ZNZG104 15x11 mm 35x26 mm 75x56 mm 114x86 mm <
£
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Z\VZG105 9x7 mm 23x18 mm 52x39 mm 80x60 mm g
X
B ZVZG106 - 14x11 mm 35x26 mm 55x41 mm 2
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