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1 General
1.1 Information on these Instructions
• These instructions apply to the product ZMZG006.
• These instructions make it possible to use the product safely 

and efficiently.
• These instructions are an integral part of the product and 

must be kept on hand for the entire duration of its service life.
• Local accident prevention regulations and national work 

safety regulations must be complied with as well.
• The product is subject to further technical development, and 

thus the information contained in these operating instruc-
tions may also be subject to change. The current version 
can be found at www.wenglor.com in the product’s separate 
download area.

1.2 Limitation of Liability
• The product has been developed in consideration of the cur-

rent state-of-the-art technology, as well as applicable stan-
dards and guidelines. Subject to change without notice.

• A valid declaration of conformity can be found at  
www.wenglor.com in the product’s separate download area.

• wenglor sensoric elektronische Geräte GmbH (hereinafter 
referred to as „wenglor“) excludes all liability in the event of:

 – Non-compliance with the instructions
 – Use of the product for purposes other than those intended
 – Use by untrained personnel
 – Use of unapproved replacement parts
 – Unapproved modification of products

• These operating instructions do not include any guarantees 
from wenglor with regard to the described procedures or 
specific product characteristics.

• wenglor assumes no liability for printing errors or other in-
accuracies contained in these operating instructions unless 
wenglor was verifiably aware of such errors at the point in 
time at which the operating instructions were prepared.

1.3 Copyrights
• The contents of these instructions are protected by copyright 

law.
• All rights are reserved by wenglor.
• Commercial reproduction or any other commercial use of the 

provided content and information, in particular graphics and 
images, is not permitted without previous written consent 
from wenglor.

2 Scope of Delivery
• Muting lamp including connection cable with M12x1, 4-pin 

plug 
• Connection cable T-splitter ZC7G002
• Strain relief
• Cover for protection column Z2SM*
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3 Installation and Electrical Connection

NOTE!
• To operate the muting lamp, the signal 

output of the SEFB/SEFG receiver must 
be set to muting via the display menu. 

• When using the muting lamp, the lamp 
may light up during IO-Link communica-
tion.

Power Supply / F-PLC

Connection Line M12x1, 8-pin

Connection Line
M12x1, 4-pin

Connection Cable
ZC7G002

Connection Line
M12x1, 8-pin
(additionally necessary)

Receiver SEFB / SEFGMuting Lamp
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